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S. “Uzina Mecanica MIJAS.A.”

OG-7VM HIGT - EXPLOSIVE ROUND FOR PORTABLE LAUNCHER RPG-7

It is designed for destroying the enemy troops in the open, in trenches, field shelters or in
different fortifications. It is fired from the 40 mm anti — tank grenade launcher type RPG-7
or equivalent.

DATA :
Lengiesinm ... Sk B, TR e B 610
Caliber;am 5 .. 0 . ey O et R 40
Weight of the roull, mimag........om.. o .. i 0. M. ... 1.650
FUZETIYDPE: ..ol .. .10 i Do R = v~ S e o M-6R

PERFORMANCE :

Maximum range, s B R TR TR 1000

Diregkfitegange, mi .. B0 L an L R 165

MUzSIeNaIROIty, M/SEC: . 98- ... ... Gl B s 155

Firg.rate, Shots/minl;........ /0o s i R TR 4+6

Prebable rangeideviati@n........5.. 5. .08 ... A / X mean < 1/ 50

Probgble'ditaction'deviition.. .........c.......... .88 ... . A" / X mean < 1/ 200

Operational temperature range, °C ............cccecveeevcianenn. -40° + +50°
PACKING

Each body is placed in a tight polyethylene bag and the expelling charge is
separately placed in a polyethylene tube. 12 complete rounds are packed in a
wooden case.

SiIZe ONERMIN 80 ... ol ot B S 711x533x260
WBighiBka 1. "ol B L L T 34
Class oFSXpiBsionNazamie: ....c......... -5 o g 1.1F, UN 0130
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